The Hitzer Model 608 Stoker Stove is one of the most efficient and
technologically advanced stoves on the market today. As a HPBA Vesta
Award Finalist, this stove has the credibility, intuition, and capabilities
that exceed your expectations and needs.

With the technology of the Coal-trol Digital™ thermostat combined with
the intuition of the Stoker, this stove will maintain the exact temperature
your Coal-trol is set at. A digital thermostat requires no labor, and this
stove can be operated with a power vent, meaning it doesn’t require a
chimney.

The Hitzer Model 710 Stoker Furnace is great for the user that wants a
hands-off stove. It has the ability to be operated by both a power vent
or a traditional class A chimney.

With its integrated Coal-Trol Digital™ control system, you have precise
push button temperature control for constant even heat. It has a
day/night set back, and constantly monitors room temperature while
adjusting the fuel feed rate to maintain the set temperature. The catch
phrase for this control is “Cruise Control for Your Coal Stove”, meaning
you have constant control of your feed rate.

* An optional, innovative exhaust system * Both small and large sizes available

that can be utilized in place of a

traditional chimney application.

Hitzer.com
260-589-8536
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BTU SQ.FT. FIREBOX HOPPER HEIGHT  DEPTH WIDTH
MODEL OuUTPUT HEAT CAPACITY SIZE BLOWER STORAGE FUEL WATER COIL IN. IN. IN.

YES
608 STOKER b b . ANTHRACITE OPTIONAL

710 STOKER YES
FURNACE 150,000 b . ANTHRACITE OPTIONAL

14” Duct "
6” Flue Stainless Steel 6” Flue
/ Hopper

Y4 Steel Top

Back Side: i
Double Wall Stainless Steel Back Side:
Construction Hopper 160 LB. Hopper
%s” Steel Plate Capacity
Construction

Brass or Pewter Back Side:
Handles & Trim 1000 CFM Cast Iron Doors

Back Side: Blowsl
320 CFM

Blower ROBAX Glass

ROBAX Glass
Extra Large el
Cast Iron Doors 1.9 CU. FT. Back Side:

Ash Pan Air Filter
Box

VIVLELIBUG NUDELS AU

- .
¢ Unit to sidewall: 4" « Backwall: 2” ¢ Unit to sidewall: 2" « Backwall: 6”
¢ Flue to sidewall and backwall: 18" e Chimney connector: 18"
« Stainless Steel Hopper « Stainless Steel Hopper
» Coal-Trol Digital™ Thermostat » Coal-Trol Digital™ Thermostat

* 608 Power Vent kit available e Tested to UL Standard 391-2006

» Tested to UL Standard 1482 Coal-Trol Digital™

Hitzer.com @
269 East Main Street
Berne, IN 46711
PHONE: 260-589-8536
FAX: 260-589-3538
EMAIL: info@hitzer.com




