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WRT3538, WRT3543, WRT4038 AND WRT4043 SERIES

P/N 900862-00,  REV. B,  02/2018

Fir
ep

lac
e D

im
en

sio
ns

WOOD-BURNING FIREPLACES

NOTE: DIAGRAMS & ILLUSTRATIONS ARE NOT TO SCALE.
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Back Wall of
Chase/Enclosure
Including Finishing
Materials if any

AK4
Combustion
Air Kit

86-1/2" (2198 mm) - (36" Models)

Maintain 1 (26)
Clearance at 
Sides and Back 
of Fireplace

1 (26 mm)
Clearance 
Not Required at
Nailing Flanges

92" (2337 mm) - (42" Models)

Corner Framing Dimensions

Inches (millimeters)

Inches (millimeters)

A

B

C

Parallel Framing 
Dimensions

A B C D E F G H

38” Models 50-7/8 (1293) 49-1/4 (1251) 26-1/4 (667)  26-1/4 (667) 77-1/4 (1962) 38-5/8 (981) 13-1/8 (334) 54-5/8 (1388)

43” Models 50-7/8 (1293) 54 (1372) 26-1/4 (667) 31 (787) 82 (2083) 41 (1041) 15-1/2 (394) 58 (1473)

A B C

WRT3538 37-1/8 (943) 21-1/4 (540) 18-7/8 (480)

WRT3543 41-7/8 (1064) 26 (661) 18-7/8 (480)

WRT4038 38-5/8 (981) 22 (559) 19-1/2 (496)

WRT4043 43-3/8 (1102) 26-3/4 (680) 19-1/2 (496)

50-3/4
(1289)

25-3/4
(654)

5 (127)

38" Models = 50 (1270)
43" Models = 54-3/4 (1391)

38" Models = 48 (1219)
43" Models = 52-3/4 (1416)

38" Models = 38 (966)
43" Models = 42-3/4 (1086)

49-7/8
(1267)

15-1/8
(385)

13-1/8
(334)

11-5/8 (296)

Side View

Front View

TOP VIEW

Hearth

9-1/4
(235)

38" Models = 26-3/8 (670)
43" Models = 31-1/8 (791)

38" Models = 24 (610)
43" Models = 26-3/8 (670)

14-1/8
(359)

44-1/8
(1121)

11-1/2
(292)

24-5/8
(626)

8
(204)

12-3/8
(315)

15 (381)

5/8 (16)

A

B

C
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USC

Report No.  F17-136

This fireplace has been tested and approved 
by PFS Corporation under UL127/ULC-S610 
standard as a Factory Built Appliance and 
may be used with gas logs approved to 
ANSI Z21.60, Z21.84 or Z21.11.2 standards.

Product Reference Information

Cat. No. Models Shipping 
Weight

 Shipping
Volume

F3412 WRT3538WS 309 lb. 60.28 cu. ft.

F3413 WRT3538WH 309 lb. 60.28 cu. ft.

F3416 WRT3543WS 337 lb. 60.28 cu. ft.

F3417 WRT3543WH 337 lb. 60.28 cu. ft.

Product Reference Information

Cat. No. Models Shipping 
Weight

 Shipping
Volume

F3414 WRT4038IS 376 lb. 60.28 cu. ft.

F3415 WRT4038IH 376 lb. 60.28 cu. ft.

F3418 WRT4043IS 406 lb. 60.28 cu. ft.

F3419 WRT4043IH 406 lb. 60.28 cu. ft.

Clearances to Combustibles
Description Min. Clearance

Back and sides of fireplace 1 (26)*

Ceiling 42 (1067)

Front of fireplace 48 (1220)

Floor 0 (0)**

Perpendicular wall to opening 12 (305)

Top spacers 0 (0)

Chimney outer pipe surface 1 (26)

Return
Elbow 

Offset 
Elbow

Offset 
Elbow

Return 
Elbow

B

Return
Elbow 

C

Offset 
Elbow

Ceiling 
Support Pipe
12S-12DM

Return
Elbow 

Offset 
Elbow

Return 
Elbow

Offset 
Elbow

6' (1.8 M)
Max.

6' (1.8 M)
Max.

6' (1.8 M)
Max.

6' (1.8 M)
Max.

6' (1.8 M)
Max.

6' (1.8 M)
Max.

A

4-1/2
(115)

30˚

Combustible Materials
Allowed in Shaded Area

1/2 (13)

12 (305)
Minimum Distance

to Protected Side Wall

Inches (millimeters)* Not required at nailing flanges
** See step 2 of Framing in the Installation and Operation Manual

Venting
Uses Standard (12DM) and 

Hi-Temp (12HT) Wood-Burning 
Chimney. For Canada Use 12HT 

Chimney

Finished Wall

Header

Noncombustible
Wall Covering

Fireplace Opening

Combustible
Mantel

Spacer

 * A 1-1/2" Projection Is Permitted
Between The Face Top And Mantle

*12 (305)
Min.

12 (305)
Max.

Typical
Offset

Installation


